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X-15 SEG Introduction to X-15 SEG

X-15 SEG SYSTEM
Key Features

Fast and easy assembly
Modular and flexible in sizing

Strong, stable construction

Integrated channels for seamless covering
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Cube Ideal for exhibitions, trade shows and pop-ups

Connector

Bases/feet
Various sizes & weights

Watch video

See the X-15 SEG
introduction
video

Click here to watch video
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https://www.youtube.com/watch?v=FpExllZufm4

X-153 SEL

X-15 SEG SYSTEM
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MODULE LENGTH: From 15cm- 240 cm
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HOW LONG IS MY MODULE?

It's easy just count the
number of crossbars.

Example to the left:

4 crossbars = module
length of 60 cm.
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Basic assembly principles of X-15 SEG

THUMB KNOB ASSEMBLY

&

CONNECTOR ASSEMBLY

ATTACH BASES WITH ALLEN KEY
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Example build
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X-153 SEL

BASIC MOUNTING RULES
BANNER MOUNTING

Mount banner achieving either
inside () or outside (@) corners.

e Inside: Slide keder straight in.

Example of an

Principles of banner mounting PAGE: 3

Overview
@ Inside & () Outside corners
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Banner

The banner Keder/Silicon strip e Example of an
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X-15 SELG Understand inside & outside corners PAGE: 4

BASIC MOUNTING RULES

Watch video

! 1 Get a better understanding
of inside and outside corners

e Inside: Slide keder straight in.
Click here to watch video
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The banner Keder/Silicon strip
J J
——

90°

@ inside

A memory tip: Inside: straight in -


https://www.youtube.com/watch?v=FpExllZufm4&t=52s

X-15 SEG Example build of X-15 SEG PAGE: 5

EXAMPLE BUILD Components

Once you master this basic
X-15 SEG build, you can
create any construction.

6 x Cubes
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3 x Feet
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3 x Connectors
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Construction
-without banner
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4 x Banners
Recommended is blackout/
non-light-penetrating
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3 x Module 120 cm 3 x Module 105 cm 4 x Module 90 cm

Tool

Banner tool Allen key
[5mm.]

Construction I

-with banner




X-153 SEL

EXAMPLE BUILD

Once you master this basic
X-15 SEG build, you can
create any construction.

Construction
-without banner

Construction
-with banner

Assembly of X-15 SEG example build

Assemble the bottom of the left wall.

1 x Module 90 cm
*2 x Cubes

¢ 2 x Feet

To attach
a foot to
a cube,
use an
Allen key.

90

Assemble & attach sides [Left wall].

«2 X Module 105 cm
*2 x Module 120 cm
¢ 2 x Connectors

Assemble the top of the left wall.

« 1 X Module 90 cm
¢ 2 X Cubes

Banner mounting.

*1x Banner side
* Banner tool (if needed)

Use the
tool to push
the banner
into the tunnels
of the modules




X-15 SEG Assembly & banner mounting PAGE: 7

BASIC MOUNTING RULES Mount the banner. First attach all corners of the E Assemble the modules to the right wall.
banner. Then mount the banner sides.
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a Inside: Slide banner straight in.

The banner Keder/Silicon strip
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X-153 SEL

BASIC MOUNTING RULES
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e Inside: Slide banner straight in.

The banner

J

Keder/Silicon strip

180°

Assembly & banner mounting

ﬁ Mount the first small banner.

Flip the structure. Mount the other small

banner.
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Raise the structure, then the

example build is complete.

The fast,
Tastest
and most Versatile
SEG exhibition

I | System availablel




X-15 SELG Banner removal PAGE: 9

HOW TO REMOVE BANNER

Loosen the silicone strip & banner
with the banner tool.

Push the tool under the silicone strip
to loosen it.

OFEAD

Banner tool

Watch video

Keder/silicon strip & banner
How to remove banner

Click here to watch video

The tool slides
through the
tunnels to
release the
banner.

e Inside - Remove banner

Use the tool in the opposite tunnel to
free the silicone strip.

Za

Watch video

How to remove banner
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Click here to watch video

After loosening the silicone strip,
slide the tool to the end of the
tunnel, to release the banner.



https://youtu.be/CUfgEQiZhvc
https://youtu.be/WFTlH6jVBhI

X-15 SEG Construction sketch (if provided) PAGE: 10

Components for stand

4 x Cubes ()

R
2 x Connectors (#) b ‘
(|
4 x Module 90 cm ’ i
) h
3 x Module 105 cm { ’
2 x Module 120 cm n WV ’ ‘ Assemble your construction
= 4 \ by following the principles in
f this X-15 SEG manual.
4 x Banner ‘
/AN
2 X Feet :

255 cm
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CONTALCT

Contact us with questions or problems.

Casper L. Norrevang . 4 ; Anders K. Jespersen
Account Manager ' ) Chief Executive Officer

Tel: +45 2262 7715 ‘ ‘ Tel: +45 2515 2844
Mail: clIn@x-module.com Mail: aje@x-module.com

X-MODLILE"

EU Patent. Designed & manufactured in Denmark =

X-MODULE A/S
Lilleringvej 24, DK-8462 Harlev

Tel: +45 3133 7715
Mail: info@x-module.com



http://www.x-module.com
tel:+4522627715
mailto:%20cln%40x-module.com?subject=
tel:+4525152844
mailto:%20aje%40x-module.com%20?subject=
Tel:+4531337715
mailto:%20info%40x-module.com%20?subject=

